
SlowMotion
Inside

Integrated Hinges





Integrated Hinges

SlowMotion Inside
An hinge with a heart, a damper 
integrated into the arm, driving a 
controlled and silent movement.  
An advanced technology able  
to support strong and long  
lasting application. 
High stability and constant 
performances also under adverse 
closing conditions. 
A really accurate depth adjustment 
thanks to new spiral screw.

Modern design
Based on aesthetic and 
functionality combining design, 
the Integrated Hinges offer a 
practical use with a pleasant look. 
Moreover the soft door motion 
confers a further end-consumer 
appeal to the product. 



Many benefits

Integrated Hinges range
The Integrated Hinges program of cranks, angles and 
special solutions covers a complete range of applications 
and fits all the standard drilling patterns. Ensuring an 
optimal damping on various weights and sizes doors,  
the Integrated Hinges are perfectly suitable for different 
types of cabinets for kitchen, bathrooms, bedrooms,  
living room and all other solutions. 

Technology background 
Despite the apparent simplicity of the product,  
the Integrated Hinges are a cost-efficient collection of 
techniques, skills, methods and processes all put together. 
The result is a real affordable product with an high 
background of technology and safety.
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L = door width (cm)

H = door height (cm)

Adjusting System

Independent side adjustment
Acting on the "B" screw 
it is possible to change the 
amount of the door covering on 
the side of the cabinet.

Vertical adjustment
Acting on the "C" screw 
of the mounting plate it is possible 
to adjust the door vertically.

Depth adjustment
Acting on the "A" screw 
it is possible to adjust the distance 
between the side of the cabinet 
and the door.

Mounting System

Place the front part 
of the hinge on the front side 
of the mounting plate.

Rotate the arm 
of the hinge.

3 Press down the rear 
part of the hinge 
to Click on.

+/- 2.5mm +2/-4.5mm +/- 2mm



Integrated Hinges 105°
Technical specifications:

• �Depth of the metal cup 11.3mm
• �Cup diameter 35mm
• �Opening 105° with (K) max 4mm and (T) max 18mm
• �Possibility of door drilling (K) from 3 to 7 mm
• �Thickness of the door (T) from 16 to 26 mm
• �SlowMotion solution with linear damper
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Values given in mm

105°105°

CRANK 0
For lay-on doors

CRANK 8
For partial lay-on doors

CRANK 15
For inset doors
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Table to determinate the minimum distance A so that a door with T thickness can open without protrusion from the cabinet and without interfering 
with adjacent doors.

 T= 16 17 18 19 20 21 22 23 24 25 26

K=3 A= 0.9 1.1 1.5 1.8 2.3 2.8 3.6 4.3 5.2 6.0 6.9

K=4 A= 0.8 1.1 1.4 1.8 2.2 2.7 3.3 4.0 4.7 5.5 6.5

K=5 A= 0.8 1.0 1.3 1.7 2.1 2.5 3.1 3.7 4.4 5.1 5.9

K=6 A= 0.8 1.0 1.3 1.6 2.0 2.4 2.9 3.5 4.1 4.8 5.5

K=7 A= 0.7 1.0 1.3 1.6 1.9 2.3 2.7 3.3 3.8 4.5 5.2

3 4 5 6 7

21 0

20 0

19 0 2

18 0 2

17 0 2 4

16 2 4

15 2 4

14 4

13 4
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Mounting plates (H)
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Values given in mm

MOUNTING PLATES

55

64 32

37

H
Height Material Code

H=0 Steel

H=2 Steel

Metal cruciform mounting plate. Selftapping screw fixing. Independent vertical adjustment with CAM. 
Screws provided upon request.
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FGV SLOVAKIA, Spol s r.o.

Partizánska cesta 73, P.O.BOX 87

957 01 Bánovce nad Bebravou - SLOVAKIA

Tel. +421 (0) 38 7626 100 - Fax +421 (0) 38 7626 105

info@fgv.sk

FGVTN BRASIL LTDA.

Rua Francisco Derosso, 1352

Curitiba Paranà 81710 000 - BRASIL

Tel. +55 41 2107 4411 - Fax +55 41 3275 3038

fgvtn@fgvtn.com.br - www.fgvtn.com.br

FGV ASIA Limited

Unit 1602, 16/F., Metropolis Tower

10 Metropolis Drive, Hunghom,

Kowloon, Hong Kong - P.R.CHINA 

Tel. +852 2762 1534 - Fax +852 2648 7389 

info@fgvasia.com - www.fgvasia.com

FGV (Guangzhou) Company Limited

Units 2710-2711, Yang Cheng International Trading Centre

East Tower, Ti Yu Dong Lu, No. 122

Guangzhou - P R CHINA

Tel. +86 20 38870570 - Fax +86 20 38870323

info@fgvchina.com - www.fgvchina.com

DEUTSCHE FGV Formenti & Giovenzana Möbelbeschläge GmbH

Industriestr. 44

D-33397 Rietberg - GERMANY

Tel. +49 (0) 5244-9708-0 - Fax +49 (0) 5244-9708-15

www.fgvgermany.com

FORMENTI & GIOVENZANA POLSKA Sp. z o.o.

Ul. Boleslawiecka 8a

98-400 Wieruszów - POLAND

Tel. +48 62 58 10 400 - Fax +48 62 58 10 480

www.fgvpolska.pl

FGV UKRAINE  TOB

Вул. Черновола 39

08132 Вишневе, Київська обл.,Україна

Тел. +38 044 333 56 23

Факс +38 044 333 56 24

info@fgv.kiev.ua

FGV SERVICE VENETO S.r.l.

Via Pietro Bassani, 12

33170 Pordenone (PN) – ITALY

Tel. +39 0434 572728

info@fgvserviceveneto.com

FGV SERVICE CENTRO-SUD

Via Massimo d’Antona, 6i

60033 Chiaravalle (AN) - ITALY

Tel. +39 071 7451125 - Fax +39 071 7496441

infocentrosud@fgvservice.com

FORMENTI & GIOVENZANA S.p.A.
Via Concordia, 16
20837 Veduggio con Colzano (MB) - ITALY
Tel. +39 0362 947.1 r.a. - Fax +39 0362 998788
info@fgv.it
www.fgv.it


